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SPECIFICATION 



INTELLIGENT REMINDERS FOR WIRELESS PDA DEVICES 
BACKGROUND OF THE INVENTION 

5 1 . Field of the Invention 

The present invention relates to personal digital assistants 
(PDAs). More particularly, it relates to intelligent automation of a reminder 
and/or calendar system for a wireless PDA device. 

1 0 2. Background of Related Art 

Personal digital assistants (PDAs) and other hand-held 
portable computing devices are very popular consumer devices, 
particularly among the business sector. A PDA is a small, hand-held 
computer used to write notes, record names, addresses and phone 

15 numbers, to develop an appointment calendar, to read and write E-mail, 
and otherwise keep your life in order. PDA functionality is also 
incorporated into other electronic devices, e.g., cellular telephones. 

Currently, PDA devices provide conventional reminder and 
calendar systems. These reminder systems allow a user to insert 'entries' 

20 into the PDA device asking for a reminder at a particular date and/or time. 
Alternatively, application programs such as Schedule Plus™ commercially 
available from Microsoft™ allow management of calendar functions on a 
personal computer (PC), and synchronization of the PC information with 
calendar information maintained on the PDA device. 

25 To-do type reminders require frequent observation of the 

PDA device, and often a reminder involving another person the next time 
you see that person is seen too late, or after that person was seen. 
Moreover, reminders to attend a scheduled meeting are often provided 
even after a PDA user enters the meeting. If an audible alert is provided, 

30 the reminder can be disruptive to a meeting which starts earlier than 
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scheduled. Moreover, cancellation of the reminder must be performed 
even after the meeting has occurred. This leads to excessive PDA 
operation, redundant reminders or reminders for events which have 
already taken place, and even to disruptions in meetings due to the PDA 
5 reminder alert itself. 

There is a need for an intelligent and automatic reminder 
system for a PDA type device which reduces PDA operation time, reduces 
reminder redundancies, which eliminates reminders for events which have 
already taken place, and generally improves the accuracy of PDA 
10 reminders. 

SUMMARY OF THE INVENTION 

jj In accordance with the principles of the present invention, a 

wireless PDA device comprises a PDA device, and a wireless front end in 
15 communication with the PDA device. A reminder application runs on the 
M> PDA device, and a proximity detector is in communication with the 

!7~ reminder application. A reminder in the reminder application is triggered 

by a detected proximity to another wireless PDA device relevant to the 
D reminder. 

f? 20 A method of providing a reminder alert from a first wireless 

w PDA device in accordance with another aspect of the present invention 

comprises detecting a proximity between the first PDA device and a 
second wireless PDA device. A reminder alert is provided based on the 
detected proximity between the first wireless PDA device and the second 
25 wireless PDA device. 

A method of providing a proximity alert to a first user of a 
first PDA device in accordance with yet another aspect of the present 
invention comprises creating a reminder relevant to a second user of a 
second PDA device. A proximity of the second PDA device to the first 
30 PDA device is detected. A reminder alert from the first PDA device is 
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provided based on a detected proximity of the second PDA device to the 
first PDA device. 

BRIEF DESCRIPTION OF THE DRAWINGS 

5 Features and advantages of the present invention will 

become apparent to those skilled in the art from the following description 
with reference to the drawings, in which: 

Fig. 1 shows a relevant wireless PDA device with proximity 
detection, within range of two other wireless PDA devices, and out-of- 
1 0 range of another wireless PDA device, in accordance with the principles of 
the present invention. 

Fig. 2 shows a block diagram of an exemplary wireless PDA 
with proximity detection, in accordance with the principles of the present 
invention. 

15 Fig. 3 shows an exemplary embodiment of a proximity 

autoremind table shown in Fig, 2. 

Fig. 4 shows an exemplary process of automatically and 
intelligently providing reminders from a wireless PDA device based on an 
inferred proximity to another wireless PDA device relevant to the 



C 20 reminder, in accordance with the principles of the present invention. 

DETAILED DESCRIPTION OF ILLUSTRATIVE EMBODIMENTS 

The present invention provides a wireless PDA capable of 
triggering reminder events (e.g., alert, automatic cancellation, etc.) based 

25 on a detected proximity to one or more other wireless PDAs relevant to 
the reminder. In the preferred embodiment, the wireless PDA with 
proximity remind capabilities infers proximity to one or more other relevant 
wireless PDAs by utilizing a wireless local network established between 
the wireless personal digital assistant (PDA) type devices to intelligently 

30 act on reminder, to-do-list, or calendar entries in a user's PDA device. 
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The present invention adds proximity detection of relevant 
other PDA users as a trigger for implementing a reminder alert to a user of 
a wireless PDA device. The proximity detection may be accomplished by 
actual knowledge of proximity, e.g., using appropriate GPS detection in 
each PDA device and a threshold distance between GPS locations. 
However, more preferably, proximity to another wireless PDA is inferred 
using the short range capability of wireless networks such as a piconet 
network by comparing the members of a current piconet network 
(presumed to be within the range of the relevant wireless PDA device). 

The present invention utilizes a short range wireless 
network, e.g., a network utilizing the cordless telephone interface 
standards such as the 900 MHz band in the United States, but most 
particularly a piconet network such as a BLUETOOTH™ conforming 
piconet, to augment an otherwise conventional PDA type device with the 
ability to automatically, indiscreetly, efficiently and cost effectively 
implement and/or dispose of reminder entries in a calendar or reminder 
type application in the PDA type device. 

Fig. 1 shows a relevant wireless PDA device with proximity 
detection 100, within range of two other wireless PDA devices 120, 130 
and out-of-range of another wireless PDA device 140, in accordance with 
the principles of the present invention. 

In particular, as shown in Fig. 1, the wireless PDA with 
proximity detection 100 as well as the other wireless PDA devices 120, 
130 within range of the wireless PDA with proximity detection 100 each 
establish a presence on a wireless piconet network. This allows each of 
the wireless PDA devices 100, 120, 130 to be added as a member of the 
piconet network, and allows each of the wireless PDA devices 100, 120, 
130 to exchange electronic information with any device on the piconet 
network. 



4 



The establishment of the piconet connection and exchange 
of electronic information may take place at any time after the wireless 
PDA devices 100, 120, 130 come within range of one another, or within 
range of another wireless PDA device that is in turn within range of the 
access piconet device. Thus, while the piconet network is depicted as 
having a circular range 111 in Fig. 1, it is actually a shape including a 
range from each of the wireless PDA devices 100, 120, 130. 

The wireless PDA device 100 including proximity detection 
as shown in the example of Fig. 1 is proximate to two other wireless PDA 
devices 120, 130, and not proximate (i.e., too far away) from another 
wireless PDA device 140. As a result of the inferred proximity between 
the user's wireless PDA with proximity detection 100 and the two other 
wireless PDA devices within a short range x of the wireless PDA with 
proximity detection 100, reminders relevant to the proximate wireless PDA 
devices 120, 130 will be triggered in an appropriate reminder or calendar 
application program running in the wireless PDA with proximity detection 
100, in accordance with the principles of the present invention. 

A plurality of piconet networks may be interconnected 
through a scatternet connection, in accordance with BLUETOOTH™ 
protocols. Thus, a master of a piconet network has the capability to know 
whether or not other members of the piconet networks are either in the 
immediate piconet network, or accessing the immediate piconet network 
via a scatternet connection. This type information may be translated into 
proximity information, and provide for adaptive changes to reminder 
entries in a calendar system. 

For instance, a scatternet connection of another wireless 
PDA device might be presumed to indicate that the other wireless PDA 
user is somewhere within an office building, and a reminder might be 
generated based on the presence of the other wireless PDA user upon 
their entrance to the office building. Similarly, presence on the immediate 



piconet network not via the scatternet connection may be used to indicate 
a proximate location of the other wireless PDA device. 

Furthermore, information regarding the type of network 
connection (e.g., immediate piconet or via a scatternet connection) may 
5 be used to change the type of reminder alert, e.g., from audible if the 
other wireless PDA device is merely in the office building as presumed 
from a presence via a scatternet connection, to a vibration reminder if the 
other wireless PDA device has a presence on the piconet network. 

A transition of another wireless PDA device from a 
10 scatternet connection to a direct connection to the immediate piconet 
network, or a transition from a direct connection to the immediate piconet 
network to a scatternet connection may also trigger a change in a 
reminder entry. For instance, a transition from a piconet network 
connection to a scatternet connection may trigger a reminder such as 
15 "Catch John Doe before he leaves". 

Fig. 2 shows a block diagram of an exemplary wireless PDA 
with proximity detection 100, in accordance with the principles of the 
present invention. 

In particular, as shown in Fig. 2, the wireless PDA with 
20 proximity detection 100 includes a PDA 202, and a suitable short range 
wireless RF transceiver front end 200. In the preferred embodiment, the 
RF transceiver front end 200 is a piconet front end, e.g., conforming to a 
BLUETOOTH™ standard. 

The disclosed RF transceiver front end 200 is wireless, and 
25 is preferably very short range radio frequency (RF). The shorter the range 
of the wireless network, the closer is the inferred proximity detection by 
the wireless PDA with proximity detection 100. 

The wireless frequency may be 2.4 GHz as per 
BLUETOOTH standards, and/or having a 20 to 100 foot range. The RF 
30 transmitter may operate in common frequencies which do not necessarily 
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require a license from the regulating government authorities, e.g., the 
Federal Communications Commission (FCC) in the United States. 
Alternatively, the wireless communication can be accomplished with 
infrared (IR) transmitters and receivers, but this is less preferable because 
of the directional and visual problems often associated with IR systems. 
Moreover, other suitable wireless protocols and technologies may be 
implemented to accomplish the wireless link. For instance, BLUETOOTH 
network technology may be utilized to implement a wireless piconet 
network connection (including scatternet). The BLUETOOTH standard for 
wireless piconet networks is well known, and is available from many 
sources, e.g., from the web site www.bluetooth.com . 

The PDA 202 includes a suitable reminder application 
program 206 which effectively forms a reminder or calendar system. The 
reminder application program 206 communicates with a proximity detector 
220. 

The proximity detector 220 maintains a list of other wireless 
PDA devices which are within a proximity of the wireless PDA with 
proximity detection 100. In the disclosed embodiment, this list is simply a 
list of the current members of a piconet network (e.g., a BLUETOOTH 
piconet network) including the wireless PDA with proximity detection 100. 

Of course, other proximity detectors 220 are possible within 
the scope of the present invention. For instance, all wireless PDA devices 
may include global positioning satellite (GPS) systems which provide the 
capability to identify an exact physical location to other wireless PDA 
devices within a network. 

In particular, proximity detection (i.e., presence in a piconet) 
may be based on successful access to a relevant piconet (i.e., being 
within range of the piconet RF signal from the wireless PDA with proximity 
detection 100). Alternatively, a global positioning system (GPS) or other 
locating device may be implemented in a wireless PDA 100, 120, 130 to 



provide absolute location information. Using a GPS, when the user of a 
wireless PDA 100, 120, 130 extends beyond a configurable threshold 
distance (e.g., 10 feet, 30 feet, 100 feet, etc.), the reminder or calendar 
system can operate as if the relevant PDA user's are not proximate. 

Of course, historical information may be logged to provide 
'hysteresis' to a user of a PDA skirting in and out of range of the piconet. 
The feasibility of implementing a GPS within a wireless PDA device 100, 
120, 130 and utilizing the same to provide proximity information as 
between wireless PDA devices 100, 120, 130 in accordance with the 
principles of the present invention depends upon a balance of size, cost, 
and/or power consumption with the needs of a particular application. 

In this embodiment, a relevant distance may be measured 
between the GPS readings of the user's wireless PDA with proximity 
detection 100 and other wireless PDA devices 120, 130 currently 
members of a relevant wireless network (e.g., piconet). This measured 
distance may be compared to a threshold configured by a manufacturer or 
set by a user of the wireless PDA with proximity detection 100 (e.g., 30 
feet) to determine proximity of each of the other wireless PDA devices to 
the user's wireless PDA with proximity detection 100. 

The reminder alerts from the wireless PDA with proximity 
detection 100 may take any of a multitude of formats, e.g., audio formats 
such as beep tone, or song, and/or physical formats such as vibration. Of 
course, the reminder may alternatively or additionally be displayed on an 
LCD display along with or instead of an audible and/or vibration alert. 

While the disclosed embodiments relate to piconet networks, 
and particularly to BLUETOOTH piconet networks, the principles of the 
present invention relate to wireless networks other than just piconet 
networks. For instance, the established local RF network may utilize 
frequency modulation (FM) techniques. 
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In the example of a BLUETOOTH piconet, the current 
BLUETOOTH standards permit one (1) master and seven (7) slaves to be 
active in the piconet at any one time. In accordance with the principles of 
the present invention, after a wireless PDA 120, 130 enters the piconet 
wireless network as a slave and communicates with an appropriate 
master PDA device, that electronic wireless PDA device may then be 
placed into a 'park' mode. In this way, many more than seven (7) wireless 
PDA devices may be 'proximate' at any one time. 

Fig. 3 shows an exemplary embodiment of a proximity auto- 
reminder table 204 shown in Fig. 2. The table of Fig. 3 is intended for 
illustrative purposes showing but one example implementation of 
proximity reminding in accordance with the principles of the present 
invention. Of course, a multitude of other possible formats may be 
implemented to provide proximity reminding, in accordance with the 
principles of the present invention. 

In particular, as shown in Fig. 3, the proximity auto-reminder 
table 204 includes a plurality of reminder entries 302-308. Each of the 
reminder entries 302-308 may include information relating to date 312, 
time 314, the identities of PDA's 315 relating to the reminder entry, 
whether or not proximity alert detection 316 is desired, whether or not 
autocancel 317 is desired, a text and/or graphics reminder message for 
display 318, and/or whether or not the reminder is to include an audible 
alert 319. 

All entries 302-308 may be entered with appropriate 
prompting through an appropriate user interface (e.g., a graphical user 
interface) of an appropriate reminder or calendar application operating on 
the relevant wireless PDA device 100. Alternatively, any or all entries 
302-308 may be entered and/or otherwise synchronized with entries 
maintained on a personal computer (PC) or other computing device 
running an appropriate calendar application (e.g., Schedule plus™). 



With respect to the first exemplary reminder entry 302 in the 
proximity reminder table 204, a reminder has been established for the 
user to be at a "meeting regarding a budget" on November 1 , 2001 , at 
7:00am. The reminder entry 302 includes an association with the users of 
other wireless PDA devices, in particular, John Doe and Mary Buck. 

With respect to John Doe, proximity alert detection is to be 
enabled, thus enabling a determination at 7:00 am, on Nov. 1, 2001, 
whether or not John Doe is within proximity (i.e., within range) of the user. 
If so, the meeting is presumed to have already begun, and automatic 
cancellation of the reminder with respect to John Doe may occur (per the 
"Y" configuration of the auto-cancel parameter of the entry 302). If John 
Doe is not within a proximity of the user at the reminder time of 7:00am on 
Nov. 1, 2001, then the reminder can be presented to the user graphically, 
and audibly if so configured in the autoremind parameter 319. 

In this way, a meeting which has already begun between the 
user and John Doe need not be interrupted by an audible reminder. 
Moreover, excessive time need not be wasted by the user in eventually 
manually canceling the reminder either during or after the meeting takes 
place. 

Proximity based monitoring may be the default mode of an 
entry in the proximity reminder table. Moreover, detected proximity may 
operate to change a parameter of an entry 302-308. For instance, a 
reminder type may be changed, e.g., from audible to vibration when a 
person is detected as being within range, e.g., present in the relevant 
piconet. Moreover, this reminder type may be changed back to its 
previous value upon detection that the relevant other wireless PDA device 
is no longer proximate. 
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To show the flexibility in the proximity reminder table, the 
entry 302 also includes Mary Buck as a participant in the budget meeting. 
However, the proximity alert detection parameter 316 is not activated with 
respect to Mary Buck. Thus, the reminder entry 302 will be provided to 
the user in an otherwise conventional fashion, without automatic 
cancellation or detection of the presence of Mary Buck within range of the 
wireless PDA user. 

Entry 304 demonstrates the ability to provide a reminder 
based entirely on when the wireless PDA user becomes within range (i.e., 
proximate) to a person, e.g., Tom Duck. 

In particular, as shown in entry 304, proximity alert detection 
316 is enabled, but no date 312 or time 314 is configured. Thus, the 
reminder "Give Copy of Proposal To Tom" (with audible alert per 
parameter 319) will be provided when Tom Duck's wireless PDA is next 
detected within range of the wireless PDA user. 

Entry 306 extends the advantages of the proximity reminder 
of entry 304 to provide a reminder the first time of a particular day (e.g., 
Nov. 7, 2001) that a person (i.e., Mary Buck) comes within range of the 
wireless PDA user. Thus, on Nov. 7, 2001, as soon as Mary Buck's 
wireless PDA is detected within range, an audible reminder for "Wish Mary 
Happy Birthday" will be provided to the wireless PDA user. 

Entry 308 shows yet another example proximity reminder, 
wherein a reminder "Congratulate Team" is provided, with audible alert, 
the next time the wireless PDA user becomes proximate to each of John 
Doe, Mary Buck, and Tom Duck. Thus, three separate proximate 
reminders may be provided each based on proximity to particular wireless 
PDA users, and each from a singular reminder entry. 

Fig. 4 shows an exemplary process of automatically and 
intelligently providing reminders from a wireless PDA device based on an 
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inferred proximity to another wireless PDA device relevant to the 
reminder, in accordance with the principles of the present invention. 

In particular, as shown in step 402 of Fig. 4, a proximity 
reminder entry is entered into the proximity reminder table 204, including 
5 the identities (e.g., PIN numbers, network identities, name, etc.) of at least 
one other wireless PDA. 

In step 404, a proximity detector 220 periodically checks to 
see what other wireless PDA devices are within the proximity (e.g., within 
range) of the user. 

10 In step 406, each of the pending entries 302-308 are 

checked against the identities of those other wireless PDA devices 
detected as being proximate, e.g., having a presence on the piconet 
network (e.g., BLUETOOTH piconet network) on which the relevant user's 
wireless PDA device has a presence. 

15 In step 408, matches of PDA devices to the entered PDA 

identities 315 are determined. If no match is found between all pending 
reminders 302-308 and any proximate PDA device, then the periodic 
detection of proximate PDA users repeats. 

In step 410, the setting of the automatic cancellation of 

20 reminders is determined. If set, the reminder alert is automatically output, 
as shown in step 412. 

In step 414, if the time 312 and/or date 314 parameters are 
set, then a determination is made as to whether or not the current 
time/date is within range of the reminder time/date parameters 312, 314. 

25 If so, then the reminder entry is automatically cancelled as 

shown in step 416, and the process returns to step 404. 

While the invention has been described with reference to the 
exemplary preferred embodiments thereof, those skilled in the art will be 
able to make various modifications to the described embodiments of the 

30 invention without departing from the true spirit and scope of the invention. 
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CLAIMS 

What is claimed is: 

1 . A wireless PDA device, comprising: 
a PDA device; 

a wireless front end in communication with said PDA device; 

a reminder application to run on said PDA device; and 

a proximity detector in communication with said reminder 

application; 

wherein a reminder in said reminder application is triggered 
by a detected proximity to another wireless PDA device relevant to said 
reminder. 

2. The wireless PDA device according to claim 1 , wherein: 
said wireless front end is a piconet front end. 

3. The wireless PDA device according to claim 2, wherein: 
said piconet front end is a BLUETOOTH front end. 

4. The wireless PDA device according to claim 1, further 

comprising: 

a proximity reminder table, in communication with said 
reminder application, to associate other wireless PDA devices with 
specific reminder tasks. 

5. The wireless PDA device according to claim 4, wherein 
said proximity reminder table comprises: 

an entry associating a particular wireless PDA device with a 
desire to output an alert when said wireless PDA device becomes 
proximate to said particular wireless PDA device. 
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6. The wireless PDA device according to claim 5, wherein 
said proximity reminder table further comprises: 

an option to automatically cancel said output of said alert 
when said particular PDA device is proximate to said wireless PDA 
device. 

7. The wireless PDA device according to claim 6, wherein 
said proximity reminder table further comprises: 

a date/time for said reminder alert; 

wherein said option to automatically cancel said output 
allows cancellation of said alert only within a range of time of said 
date/time for said reminder alert. 

8. A method of providing a reminder alert from a first 
wireless PDA device, comprising: 

detecting a proximity between said first PDA device and a 
second wireless PDA device; and 

providing a reminder alert based on said detected proximity 
between said first wireless PDA device and said second wireless PDA 
device. 

9. The method of providing a reminder alert from a first 
wireless PDA device according to claim 8, wherein: 

said proximity is inferred by a presence of said second 
wireless PDA device on a local network including said first wireless PDA 
device. 

10. The method of providing a reminder alert from a first 
wireless PDA device according to claim 9, wherein: 
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said local network is a piconet network. 

11. The method of providing a reminder alert from a first 
wireless PDA device according to claim 10, wherein: 

said piconet network conforms to a BLUETOOTH standard. 

12. A method of providing a proximity alert to a first user of 
a first PDA device, comprising: 

creating a reminder relevant to a second user of a second 

PDA device; 

detecting a proximity of said second PDA device to said first 
PDA device; and 

providing a reminder alert from said first PDA device based 
on a detected proximity of said second PDA device to said first PDA 
device. 

13. The method of providing a proximity alert to a first user 
of a first PDA device according to claim 12, wherein: 

said reminder alert is an audible alert. 

14. The method of providing a proximity alert to a first user 
of a first PDA device according to claim 12, wherein said detecting 
proximity comprises: 

determining a presence of said second PDA device in a 
local wireless network including a presence of said first PDA device. 
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15. The method of providing a proximity alert to a first user 
of a first PDA device according to claim 12, wherein said detecting 
proximity comprises: 

measuring a first set of location coordinates of said first PDA 

5 device; 

measuring a second set of location coordinates of said 
second PDA device; 

determining a distance between said first set of location 
coordinates and said second set of location coordinates; and 
10 comparing said determined distance to a threshold proximity 

distance. 



16. Apparatus for providing a reminder alert from a first 
wireless PDA device, comprising: 

15 means for detecting a proximity between said first PDA 

device and a second wireless PDA device; and 

means for providing a reminder alert based on said detected 
proximity between said first wireless PDA device and said second wireless 
PDA device. 

20 

17. The apparatus for providing a reminder alert from a first 
wireless PDA device according to claim 16, wherein: 

said means for detecting said proximity infers said proximity 
by a presence of said second wireless PDA device on a local network 
25 including said first wireless PDA device. 



18. The apparatus for providing a reminder alert from a first 
wireless PDA device according to claim 17, wherein: 
said local network is a piconet network. 

30 
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19. The apparatus for providing a reminder alert from a first 
wireless PDA device according to claim 16, wherein: 

said piconet network conforms to a BLUETOOTH standard. 

20. Apparatus for providing a proximity alert to a first user of 
a first PDA device, comprising: 

means for creating a reminder relevant to a second user of a 
second PDA device; 

means for detecting a proximity of said second PDA device 
to said first PDA device; and 

means for providing a reminder alert from said first PDA 
device based on a detected proximity of said second PDA device to said 
first PDA device. 

21. The apparatus for providing a proximity alert to a first 
user of a first PDA device according to claim 20, wherein: 

said means for providing said reminder alert provides an 

audible alert. 

22. The apparatus for providing a proximity alert to a first 
user of a first PDA device according to claim 20, wherein said detecting 
proximity comprises: 

means for determining a presence of said second PDA 
device in a local wireless network including a presence of said first PDA 
device. 
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23. The apparatus for providing a proximity alert to a first 
user of a first PDA device according to claim 20, wherein said detecting 
proximity comprises: 

means for measuring a first set of location coordinates of 
said first PDA device; 

means for measuring a second set of location coordinates of 
said second PDA device; 

means for determining a distance between said first set of 
location coordinates and said second set of location coordinates; and 

means for comparing said determined distance to a 
threshold proximity distance. 
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ABSTRACT 

A wireless PDA device with proximity detection includes a 
trigger for implementing a reminder alert to a user of a wireless PDA 
device based on the proximity of another wireless PDA device. The 
proximity detection may be accomplished by actual knowledge of 
proximity (e.g., using appropriate GPS detection and reporting to a 
centralized location), or more preferably inferred using the short range 
capability of wireless networks such as a piconet network by comparing 
the members of a current piconet network (presumed to be within the 
range of the relevant wireless PDA device). In a disclosed embodiment, 
an intelligent reminder table is implemented for use by an appropriate 
reminder application running on a wireless PDA device. The reminder 
table includes a proximity alert election on an entry-by-entry basis, and 
automatic reminder canceling based on proximity detection of another 
wireless PDA device relevant to the reminder. Example proximity alerts 
include reminding the user to wish a person happy birthday the next time 
they see them (i.e., the next time that the other person is proximate to the 
relevant PDA user). The intelligent reminder table also provides for the 
automatic cancellation of a reminder when the reminder relates to a 
meeting with the other PDA user detected as being proximate to the 
relevant PDA user within a given time frame of a reminder date/time. 
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IN THE UNITED STATES 
PATENT AND TRADEMARK OFFICE 

Declaration and Power of Attorney 

As the below named inventor, I hereby declare that: 

My residence, post office address and citizenship are as stated below next to 
my name. 

I believe that I am the original, first and sole inventor of the subject matter 
which is claimed and for which a patent is sought on the invention entitled 
INTELLIGENT REMINDERS FOR WIRELESS PDA DEVICES the specification of 
which is attached hereto. 

I hereby state that I have reviewed and understand the contents of the above 
p identified specification, including the claims, as amended by an amendment, if any, 

2 specifically referred to in this oath or declaration. 

e I acknowledge the duty to disclose all information known to me which is 

i material to patentability as defined in Title 37, Code of Federal Regulations, 1 .56. 

£ 

!■* I hereby claim foreign priority benefits under Title 35, United States Code, 

H -jig 0 f any foreign application(s) for patent or inventor's certificate listed below and 

' have also identified below any foreign application for patent or inventor's certificate 

y! having a filing date before that of the application on which priority is claimed: 

Q None 

yy 

0 I hereby claim the benefit under Title 35, United States Code, 120 of any 

^ United States application(s) listed below and, insofar as the subject matter of each 

of the claims of this application is not disclosed in the prior United States application 
in the manner provided by the first paragraph of Title 35, United States Code, 1 12, 1 
acknowledge the duty to disclose all information known to me to be material to 
patentability as defined in Title 37, Code of Federal Regulations, 156 which became 
available between the filing date of the prior application and the national or PCT 
international filing date of this application: 

None 

I hereby declare that all statements made herein of my own knowledge are 
true and that all statements made on information and belief are believed to be true; 
and further that these statements were made with the knowledge that willful false 
statements and the like so made are punishable by fine or imprisonment, or both, 
under Section 1001 of Title 18 of the United States Code and that such willful false 
statements may jeopardize the validity of the application or any patent issued 

thareon. 
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I hereby appoint the following attorney(s) with full power of substitution and 
revocation, to prosecute said application, to make alterations and amendments 
therein, to receive the patent, and to transact all business in the Patent and 
Trademark Office connected therewith: 



U 



P 



Thomas J. Bean 
Lester H. Birnbaum 
Richard J. Botos 
Jeffery J. Brosemer 
Kenneth M. Brown 
Donald P. Oinella 
Guy Eriksen 
Martin I. Finston 
William S. Francos 
Barry H. Freedman 
Julio A. Garceran 
Jimmy Goo 
Anthony Grillo 
Stephen M. Gurey 
John M. Harman 
Matthew J. Hodulik 
Michael B. Johannesen 
Marfc A. Kurisko 
Irena Lager 
John B. Maclntyre 
Christopher N. Malvone 
Scott W. McLellan 
Martin G. Meder 
John C. Moran 
Michael A. Morra 
Gregory J. Murgia 
Claude R. Narcisse 
Joseph J. Opalach 
Neil R. Ormos 
Eugen E. Pacher 
Jack R. Penrod 
Gregory C. Ranieri 
Scott J. Rittman 
Ferdinand M. Romano 
Eugene J. Rosenthal 
Bruce S. Schneider 
Ronald D. Slusky 
David L. Smith 
Ozer M. N. Teitelbaum 
John P. Veschi 



(Reg. No. 44528) 
(Reg. No. 25830) 
(Reg. No. 32016) 
(Reg. No. 36096) 
(Reg. No. 37590) 
(Reg. No. 39961) 
(Reg. No. 41736) 
(Reg. No. 31613) 
(Reg. No. 38456) 
(Reg. No. 26166) 
(Reg. No. 37138) 
(Reg. No. 36528) 
(Reg. No. 36535) 
(Reg. No. 27336) 
(Reg. No. 38173) 
(Reg. No. 36164) 
(Reg. No. 35557) 
(Reg. No. 38944) 
(Reg. No. 39260) 
(Reg. No. 41170) 
(Reg. No. 34866) 
(Reg. No. 30776) 
(Reg. No. 34674) 
(Reg. No. 30782) 
(Reg. No, 28975) 
(Reg. No. 41209) 
(Reg. No. 38979) 
(Reg. No. 36229) 
(Reg. No. 35309) 
(Reg. No. 29964) 
(Reg. No. 31864) 
(Reg. No. 29695) 
(Reg. No. 39010) 
(Reg. No. 32752) 
(Reg. No. 36658) 
(Reg. No. 27949) 
(Reg. No. 26585) 
(Reg. No. 30592) 
(Reg. No. 36698) 
(Reg. No. 39058) 
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David Volejnicek 
Charles L. Warren 
Jeffrey M. Weinick 
Eli Weiss 



(Reg. No. 29355) 
(Reg. No. 27407) 
(Reg. No. 36304) 
(Reg. No. 17765) 



I hereby appoint the attomey(s) on ATTACHMENT A as associate attorney(s) 
in the aforementioned application, with full power solely to prosecute said 
application, to make alterations and amendments therein, to receive the patent, and 
to transact all business in the Patent and Trademark Office connected with the 
prosecution of said application. No other powers are granted to such associate 
attorney(s) and such associate attorney(s) are specifically denied any power of 
substitution or revocation. 



Full name of sole inventor: John P. Veschl 



Residence: Forielsville, Lehigh County, Pennsylvania 

Citizenship: USA 

Post Office Address: 8468 Oak Knoll Street, Allentown, Pennsylvania 18051 



Inventor's 
signature_ 
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ATTACHMENT A 



Attorney Name(s): William H. Bollman, Esq. Reg. No.: 36.457 



Telephone calls should be made to Farkas & Manelli pile at: 
Phone No.: 202-261-1000 
Fax No.: 202-887-0336 



All written communications are to be addressed to: 

Farkas & Manelli pile 
2000 M Street, N.W. 
7 th Floor 
Washington, D.C. 20036-3307 



04/00 



